




Access raised floor system consist of modular panels 
(600X600mm)supported on pedestal base 100mm to 
600mm above the structural floor. This creates a 
plenum where distribution of premise wiring can be 
made. Each panel can be easily removed to give 
convent access to service in the floor plenum. 
Pedestal are generally made of steel and include a 
base, which is fixed to the structural floor with an 
adhesive, a pedestal shaft for heights adjustment, and 
a head on which the panel rest. Panel construction is 
mainly made of steel filled with cementers material, 
which improves resistance to deflection and acoustics. 
Raised floor panel is designed in many styles and load 
ratings to suit different application and budgets.

Steel Access Floor

Wood core panel specification:
•  Providing and fixing truly leveled and aligned false 
flooring/cavity flooring upto 600mm deep consisting 
of  30mm thick, 16mm dia hot dip galvanized M.S. Rod 
studs @ 610 mm c/c both ways fixed to flooring with 
M.S. base plates and M.S. check nut welded to base 
plates.

•  100mm x 100mm x 6mm hot dip galvanized M.S. 
base plate @ 610 mm c/c both way fixed to floor with 
4 nos. 35*6 dash fasterners.

•  Jack head made of pressure die cast aluminum 
alloy, 2.5mm thick, having channel shaped projections 
in four directions held by 5mm thick brackets, four pin 
heads on top, 16 mm dia, 30mm long sleeve fitted 
underside of the jackhead. The jackhead fixed to rod 
studs with two M.S. checknuts to provide level 
adjustment upto 25mm.

•  Machine cut cold rolled, M.S. channels of 40mm x 
40mm x 2mm section snapped on to the jack head  in 
both directions to form a grid of 610mm x 610mm.
 Truly leveled and aligned removable floor panels 
consisting of 35mm thick particle board  with 0.05mm 
thick aluminum foil facing at bottom, 50mm long 
aluminum channel cleats fixed to the bottom of panel 
on four sides to keep the panel in position and hard 
PVC lipping on four side edges.

Wood Core Access 
Floor

Steel panel with anti-static HPL Steel panel with conductive PVC

Traditional Perforated Panel 
(open ratio 20%)

Heavy Duty Perforated 
Panel Face (open ratio 19%)

Steel panel with ceramic tile Perforated Panel with Damper

With floor panels finished on top with 1mm thick approve quality high pressure laminate



Yemag range of raised flooring systems is renowned 
for quality standards such as:
• Structural integrity 
• Modern environmental standards
• Robust and durable 
• Reduced lifetime costs
• Faster build speed
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